LUMINAIRE: FINISH TO BE BLACK LUMINAIRE: FINISH TO BE BLACK

250 WATT HIGH PRESSURE SODIUM LAMP 310 WATT HIGH PRESSURE SODIUM LAMP

240 VOLT BALLAST 240 VOLT BALLAST

LES. TYPE: MC i LIGHT DISTRIBUTION OR L.E.S. TYPE: MC il LIGHT DISTRIBUTION
LENS TYPE: FLAT LENS TYPE: FLAT

INITIAL. LAMP LUMENS: 28,000 INITIAL LAMP LUMENS: 37,000

LAMP LIFE; 24,000 HOURS l [ LAMP LIFE: 24,000 HOURS

REFER TO PLAN SHEETS
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NOTES:
1. THE LIGHTING UNITS SHALL MEET AASHTO
DESIGN CRITERIA. DESIGN FOR 90 M.P.H.
WIND WITH 30% GUST AND 75 POUND
LUMINAIRE HAVING AN EPA. OF 1.6 SQ. FT. POSITION OF HANDHOLE AND
AND PROPER ICE LOADING.
NUMERALS ON POLE
2. ALUMINUM ALLOY 6063—T6 SHALL BE USED.
TYPICAL POLE INSTALLATION (40' MH) R ! -
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